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  S E R T İ F İ K A 
   CERTIFICATE 
    ÇEVRE YÖNETİMİ  

 ENVIRONMENTAL MANAGEMENT  
TOPÇULAR HIRDAVAT PAZARLAMA VE YATIRIM A.Ş. 

kuruluşunun, 
company, 

 

ABDURRAHMANGAZİ MAH. SEMT İMAMOĞLU SK. NO: 2 
SANCAKTEPE/İSTANBUL/TÜRKİYE 

adresinde, 
at adress, 

 

    JENERATÖR, PANO MONTAJI VE SATIŞI  FAALİYETLERİ 

GENERATOR, BOARD ASSEMBLY AND SALES ACTIVITIES 

 
 

                                                                              EA 26 kapsamında   
                                                                                At scope EA 26 

 

çevre yönetim sistemi yürürlüğe koyduğu; 
perform the environmental management system; 

  ISO 14001:2015 
            standart taleplerinin yerine getirildiği belirlenmiştir.   

      the complete of the standard was determined. 
 
  

İlk Yayın Tarihi         / Date First Registered    : 16.05.2020 
Yayın Tarihi                / Date Certificate Issued  : 16.05.2020 
Geçerlilik Periyodu  / Period of Registration    :3 yıl / years 

     Geçerlilik Tarihi / Date Certificate Expires     :15.05.2021 
     Sertifika Numarası   / Certificate No                    :02/13179/01 
      
     Onay :  
                                                                   Approved By: 
 

 
 

                                                        
 

    

  S E R T İ F İ K A 
CERTIFICATE 

   KALİTE YÖNETİMİ   
    QUALITY MANAGEMENT 

TOPÇULAR HIRDAVAT PAZARLAMA VE YATIRIM A.Ş. 
       kuruluşunun, 

    company, 
 

ABDURRAHMANGAZİ MAH. SEMT İMAMOĞLU SK. NO: 2 
SANCAKTEPE/İSTANBUL/TÜRKİYE 

 

      adresinde, 
       at adress, 

  

JENERATÖR, PANO MONTAJI VE SATIŞI  FAALİYETLERİ 

GENERATOR, BOARD ASSEMBLY AND SALES ACTIVITIES 
 

EA 26 kapsamında 
At scope EA 26 

 

kalite yönetim sistemi yürürlüğe koyduğu; 
perform the quality management system; 

     ISO 9001:2015 
                 standart taleplerinin yerine getirildiği belirlenmiştir. 

         he complete of the standard was determined.   
 

İlk Yayın Tarihi        / Date First Registered    : 15.05.2020 
Yayın Tarihi               / Date Certificate Issued  : 15.05.2020 
Geçerlilik Periyodu  / Period of Registration    :3 yıl / years 

     Geçerlilik Tarihi      / Date Certificate Expires     : 14.05.2021 
     Sertifika Numarası  / Certificate No                    :01/13179/01  

 

 

                                                           Onay :  
                                                                       Approved By:  

     S E R T İ F İ K A  
CERTIFICATE 

İŞ SAĞLIĞI VE GÜVENLİĞİ YÖNETİMİ 
OCCUPATIONAL HEALTH AND SAFETY MANAGEMENT 

TOPÇULAR HIRDAVAT PAZARLAMA VE YATIRIM A.Ş. 

kuruluşunun, 
company, 

 

ABDURRAHMANGAZİ MAH. SEMT İMAMOĞLU SK. NO: 2 
SANCAKTEPE/İSTANBUL/TÜRKİYE 

adresinde, 
at adress, 

 

JENERATÖR, PANO MONTAJI VE SATIŞI  FAALİYETLERİ 

GENERATOR, BOARD ASSEMBLY AND SALES ACTIVITIES 

                                                                              EA 26 kapsamında 
                                                                                At scope EA 26 

 
iş sağlığı ve güvenliği yönetim sistemi yürürlüğe koyduğu; 

perform the occupational health and safety management system; 

OHSAS 18001:2007   
standart taleplerinin yerine getirildiği belirlenmiştir. 

the complete of the standard was determined. 
 

 

 

İlk Yayın Tarihi  / Date First Registered    :15.05.2020 
Yayın Tarihi                 / Date Certificate Issued  :15.05.2020 
Geçerlilik Periyodu  / Period of Registration    :3 Yıl / Years 

     Geçerlilik Tarihi / Date Certificate Expires     :14.05.2021 
     Sertifika Numarası  / Certificate No                               :04/13179/01 

 

                
                                          Onay :  
                                                   Approver: 
 

  

T.C.
TİCARET BAKANLIĞI

TÜKETİCİNİN KORUNMASI VE
PİYASA GÖZETİMİ GENEL

MÜDÜRLÜĞÜ

SATIŞ SONRASI HİZMET YETERLİLİK BELGESİ

Belgenin Veriliş Tarihi ve 
Sayısı:

Belgenin Geçerlilik Tarihi:

10.08.2020 / 58081

10.08.2022

Bu belgenin kullanılmasına; 6502 sayılı Tüketicinin Korunması Hakkında Kanun uyarınca, T.C. Ticaret 
Bakanlığı Tüketicinin Korunması ve Piyasa Gözetimi Genel Müdürlüğü tarafından izin verilmiştir.

İmalatçı ve İthalatçı Firmanın

Belgenin Doğruluğu www.gtb.gov.tr Adresinden Kontrol Edilebilir.

Ünvanı : REİS MAKİNA TİCARET VE SANAYİ ANONİM ŞİRKETİ-
Merkez Adresi : ARAPCAMİİ MAH.BİLLUR SOK.NO:6A KARAKÖY /   BEYOĞLU  İSTANBUL

Verilen Hizmetin Kapsamı : TS 12650 Yetkili servisler - İçten yanmalı motorlar tarafından tahrik edilen 
jeneratörler - Kurallar

Halil İPEK
Bakan a.

Daire Başkanı

About Us
FULL Generator was established under the roof of Topçular Endüstriyel Üretim ve Yatırım AŞ, with 
the aim of replacing common perception about generators of being a luxury with a product that 
improves productivity and efficiency in many sectors.

With an intensive sector experience and powerful presence in the market, Topçular Endüstriyel 
Üretim ve Yatırım AŞ continues its activities as a local production-oriented organization. 
Our domestically manufactured products are supplied to the local market and exported to more 
than 50 countries.

Topçular Endüstriyel Üretim ve Yatırım AŞ contributes to employment and economic development 
with its production capabilities and represents our country in the international markets in the best 
way.

As Full Generator, we manufacture diesel generator sets, generator control panels, power 
transfer panels, generator chassis, and soundproof cabinets in our facility with an area of 
10.000 m2 located in Istanbul.

Besides standard product ranges of gasoline-diesel portable generators between 3 kVA and
14 kVA, and industrial diesel generators between 17 kVA and 2.500 kVA; we offer special 
solutions following customer needs, and respond to many requirements like synchronized 
systems, remote monitoring applications with our expert project teams. Considering quality and 
customer satisfaction as our top priority, we work with globally recognized engine brands 
such as Perkins, Cummins, Baudouin,  SD, Yangdong, Ricardo, and alternator manufacturers such as 
Leroy Somer and Stamford. Every generator set is strictly tested by our quality control teams 
in accordance with international standards.

As an organization that has accomplished many successful projects, we continue our R&D 
investments and we are taking firm steps towards becoming a global brand with the power of 
Topçular Endüstriyel Üretim ve Yatırım AŞ.
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FP Series
Perkins Engine Gensets
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10 kVA 1125kVA 2500 kVA

ENGINE
- PERKINS heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 
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MODEL FP 10 FP 17 FP 22 FP 33 FP 50

G
RO

U
P Stand By

kVA 10 17 22 33 50

kW 8 13.6 17.6 26.4 40

Prime
kVA 9.1 15.4 20 30 45

kW 7.2 12.3 16 24 36

Rated Current A 13.1 22.1 28.8 43.2 65

EN
G

IN

Engine  PERKINS

Engine Model 403A-11G 403A-15G2 404A-22G1 1103A-33G 1103A-33TG1

Number of Cylinders 3 Inline 4 Inline 3 Inline

Injection System Indirect Direct Direct

Compression Ratio 23 : 1 22.5 : 1 23.3 : 1 19.25 : 1 17.3 : 1

Bore mm 77 84 84 105 105

Stroke mm 81 90 100 127 127

Displacement lt 1.1 1.49 2.21 3.3 3.3

Air Intake Naturally 
Aspirated

Naturally 
Aspirated

Naturally 
Aspirated

Naturally 
Aspirated Turbocharge 

Speed (RPM) rpm 1500

Oil Capacity lt 5 6 10.6 8.3 7.9

Standby Power kW / hp 9.5 / 12.9 15 / 20.4 20.6 /27.8 31 / 42.1 45.6 / 61.6

Prime Power kW / hp 8.6 / 11.7 14 / 19 18.7 / 25.2 28.2 / 38.3 41.3 / 56

Fuel Type Euro Diesel

Governor System Mechanical

Cooling System Water Cooling

Coolant Capacity lt 5.5 6 7 10.2 10.2

Fuel Consumption (lt / h)

Full Load 3 4.3 5.3 7.2 10.8

75% Load 2.3 3.1 4 5.6 8.2

50% Load 1.7 2.24 2.9 4 5.8

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 595 (465) 655 (525) 720 (590) 980 (825) 1100 (940)

Width Silent (Open)  mm 700 (900) 900 (900) 900 (900) 900 (900) 950 (950)

Length  Silent (Open) mm 1250 (1250) 2000 (1650) 2000 (1650) 2200 (1850) 2300 (1900)

Height Silent (Open) mm 1165 (1350) 1200 (1400) 1200 (1400) 1350 (1500) 1400 (1600)

Fuel Tank Capacity lt 28 115 115 125 140

14001:2015 9001:2015 45001:2018
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MODEL FP 66 FP 72 FP 88 FP 110 FP 150

G
RO

U
P Stand By

kVA 66 72 88 110 150

kW 52.8 57.6 70.4 88 120

Prime
kVA 60 65.4 80 100 136

kW 48 52.3 64 80 110

Rated Current A 86.4 94 115.2 144 195

EN
G

IN

Engine   PERKINS

Engine Model 1103A-33TG2 1104A-44TG1 1104A-44TG2 1104C-44TAG2 1106A-70TG1

Number of Cylinders 3 Inline 4 Inline 6 Inline

Injection System Direct

Compression Ratio 17.25 : 1 17.25 : 1 17.25 : 1 18.2 : 1 18.2 : 1

Bore mm 105

Stroke mm 127 127 127 127 135

Displacement lt 3.3 4.4 4.4 4.4 7.1

Air Intake Turbocharge  & Aır To Aır Cooled Turbocharge 

Speed (RPM) rpm 1500

Oil Capacity lt 8 8 8 8 18

Standby Power kW / hp 60.5 / 82 65.6 / 88.5 80.7 / 109.8 103 / 138 135.8 / 183.5

Prime Power kW / hp 55 / 74 59.6 / 80.5 73.4 / 99.8 93.6 / 125.5 122.7 / 166

Fuel Type Euro Diesel

Governor System Mechanical

Cooling System Water Cooling

Coolant Capacity lt 10.2 13 13 13 22

Fuel Consumption (lt / h)

Full Load 14 14.6 18.5 22 30.1

75% Load 10.4 11 14.2 16.9 21.9

50% Load 7.2 8 9.8 11.1 15.2

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 1200 (1030) 1280 (1100) 1350 (1160) 1480 (1290) 1890 (1650)

Width Silent (Open)  mm 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000)

Length  Silent (Open) mm 2400 (2000) 2400 (2000) 2800 (2350) 2800 (2350) 3150 (2550)

Height Silent (Open) mm 1500 (1700) 1500 (1700) 1500 (1750) 1500 (1750) 1700 (1850)

Fuel Tank Capacity lt 170 170 195 195 220

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.
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MODEL FP 165 FP 200 FP 220 FP 250 FP 275

G
RO

U
P Stand By

kVA 165 200 220 250 275

kW 132 160 176 200 220

Prime
kVA 150 182 200 227 250

kW 120 145 160 182 200

Rated Current A 216 262 288 327 360

EN
G

IN

Engine  PERKINS

Engine Model 1106A-
70TAG2

1106A-
70TAG3

1106A-
70TAG4

1206A-
 E70TTAG2

1206A- 
E70TTAG3

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 18.2 : 1 16 : 1 16 : 1 15.8 : 1 15.8 : 1

Bore mm 105 105 105 105 105

Stroke mm 135 135 135 135 135

Displacement lt 7.1 7.1 7.1 7.1 7.1

Air Intake Turbocharged  &Air Charge Cooled Turbocharged Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 18 16.5 18 16.5 16.5

Standby Power kW / hp 149.1 /  202 180.2 / 243.5 196.3 / 265 226 / 303 248 / 333

Prime Power kW / hp 136 / 184 162.7 / 220 178.9 / 242 204 / 273 226 / 303

Fuel Type Euro Diesel

Governor System Mechanical Electronic

Cooling System Water Cooling

Coolant Capacity lt 22 22 22 25 30

Fuel Consumption (lt / h)

Full Load 33.2 41.5 45.8 50.6 57

75% Load 24.5 31.8 34.7 37.9 41.5

50% Load 16.2 20.2 23.1 25.2 28.1

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 1950 (1710) 2190 (1850) 2220 (1890) 2500 (2070) 2790 (2360)

Width Silent (Open)  mm 1000 (1000) 1000 (1000) 1000 (1000) 1200 (1200) 1200 (1200)

Length  Silent (Open) mm 3150 (2550) 3150 (2550) 3150 (2550) 3500 (2900) 3500 (2900)

Height Silent (Open) mm 1700 (1850) 1700 (1850) 1700 (1850) 1850 (2100) 1850 (2100)

Fuel Tank Capacity lt 220 220 220 360 360

14001:2015 9001:2015 45001:2018
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MODEL FP 300 FP 330 FP 400 FP 450 FP 500

G
RO

U
P Stand By

kVA 300 330 400 450 500

kW 240 264 320 360 400

Prime
kVA 272.7 300 363.6 410 454

kW 218 240 290 327 363

Rated Current A 393 432 523.5 590 653

EN
G

IN

Engine   PERKINS

Engine Model 1506A-
 E88TAG4

1506A- 
E88TAG5

2206A- 
E13TAG2 

2206A-
E13TAG3

2506A- 
E15TAG1

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 16.1 : 1 16.1 : 1 16.3 : 1 16.3 : 1 16 : 1

Bore mm 112 112 130 130 137

Stroke mm 149 149 157 157 171

Displacement lt 8.8 8.8 13 13 15.2

Air Intake Turbocharged  &
Air Charge Cooled Turbocharged & Air-to-Air Charge Cooled

Speed (RPM) rpm 1500

Oil Capacity lt 41 41 41 43 62

Standby Power kW / hp 258 / 347 293 / 396 350 / 469 392 / 526 434 / 590

Prime Power kW / hp 236 / 318 266 / 360 305 / 409 350 / 468 395 / 537

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 30 30 52 52 58

Fuel Consumption (lt / h)

Full Load 60.7 65 70.5 81 95

75% Load 43.5 48.2 54 62 72

50% Load 29.1 33 35 42 50

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 3275 (2845) 3320 (2890) 4100 (3550) 4100 (3550) 4600 (3960)

Width Silent (Open)  mm 1200 (1200) 1200 (1200) 1600 (1600) 1600 (1600) 1600 (1600)

Length  Silent (Open) mm 3900 (3275) 3900 (3275) 4600 (3900) 4600 (3900) 5000 (4500)

Height Silent (Open) mm 2050 (2250) 2050 (2250) 2500 (2850) 2500 (2850) 2600 (2900)

Fuel Tank Capacity lt 520 520 1100 1100 1200

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.
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MODEL FP 550 FP 660 FP 725 FP 780 FP 850

G
RO

U
P Stand By

kVA 550 660 725 780 850

kW 440 528 580 624 680

Prime
kVA 500 600 660 709 772

kW 400 480 528 567 618

Rated Current A 720 864 950 1020 1110

EN
G

IN

Engine   PERKINS

Engine Model 2506A- 
E15TAG2

2806A- 
E18TAG1A

2806A- 
E18TAG2

2806A- 
E18TTAG4

2806A- 
E18TTAG5

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 16 : 1 14.5 : 1 14.5 : 1 14 : 1 14 : 1

Bore mm 137 145 145 145 145

Stroke mm 171 183 183 183 183

Displacement lt 15.2 18.1 18.1 18.1 18.1

Air Intake Turbocharged & Air-to-Air Charge Cooled

Speed (RPM) rpm 1500

Oil Capacity lt 62 62 62 72 72

Standby Power kW / hp 478 / 650 574 / 780 609 / 817 685 / 919 743 / 996

Prime Power kW / hp 434 / 590 521 / 708 553 / 741 623 / 835 676 / 907

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 58 61 61 110 110

Fuel Consumption (lt / h)

Full Load 100 123 132 147 159

75% Load 76 90 97 109 115.8

50% Load 53 61 66 75 78

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 4675 (4035) 5600 (4800) 5650 (4850) 7100 (5800) 7100 (5800)

Width Silent (Open)  mm 1600 (1600) 1900 (1900) 1900 (1900) 2000 (2000) 2000 (2000)

Length  Silent (Open) mm 5000 (4500) 4500 (3850) 4500 (3850) 5500 (5000) 5500 (5000)

Height Silent (Open) mm 2600 (2900) 2550 (2900) 2550 (2900) 3000 (3400) 3000 (3400)

Fuel Tank Capacity lt 1200 1300 1300 1400 1400

14001:2015 9001:2015 45001:2018
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MODEL FP 900 FP 1000 FP 1125

G
RO

U
P Stand By

kVA 900 1000 1125

kW 720 800 900

Prime
kVA 818 910 1022

kW 655 728 817

Rated Current A 1178 1310 1470

EN
G

IN

Engine  PERKINS 

Engine Model 4006-23TAG3A 4008TAG1A 4008TAG2A

Number of Cylinders 6 Inline 8 Inline

Injection System Direct

Compression Ratio 13.6 : 1 13.6 : 1 13.6 : 1

Bore mm 160 160 160

Stroke mm 190 190 190

Displacement lt 22.9 30.56 30.56

Air Intake Turbocharged & Air-to-Air Charge Cooled

Speed (RPM) rpm 1500

Oil Capacity lt 114 153 153

Standby Power kW / hp 760 / 1019 839 / 1141 958 / 1283

Prime Power kW / hp 679 / 910 762 / 1036 871 / 1167

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 105 150 150

Fuel Consumption (lt / h)

Full Load 172 194 215

75% Load 130 142 162

50% Load 90 97 111

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 7300 (6000) 9950 (8150) 9950 (8150)

Width Silent (Open)  mm 2000 (2000) 2300 (2300) 2300 (2300)

Length  Silent (Open) mm 5500 (5000) 6000 (5000) 6000 (5000)

Height Silent (Open) mm 3385 (3385) 3385 (3385) 3385 (3385)

Fuel Tank Capacity lt 1400 1550 1550

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.



FC Series
Cummins Engine Gensets
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15 kVA 30 kVA 1000 kVA 2500 kVA

ENGINE
- CUMMINS heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 

13
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MODEL FC 30 FC 44 FC 63 FC 88

G
RO

U
P Stand By

kVA 30 44 63 88

kW 24 35.2 50.4 70.4

Prime
kVA 27.2 40 57.2 80

kW 21.8 32 45.8 64

Rated Current A 39.2 57.6 82.3 115

EN
G

IN

Engine  CUMMINS

Engine Model 4B3.9-G1 4BT3.9-G1 4BTA3.9-G2 4BTA3.9-G11

Number of Cylinders 4 Inline

Injection System Direct

Compression Ratio 17.3 : 1

Bore mm 102 102 102 102

Stroke mm 120 120 120 120

Displacement lt 3.9 3.9 3.9 3.9

Air Intake Naturally
Aspirated Turbocharged Turbocharged & Aftercooled  

Speed (RPM) rpm 1500

Oil Capacity lt 10.9 10.9 10.9 10.9

Standby Power kW / hp 27 / 36 40 /54 64 / 86 80 / 107

Prime Power kW / hp 24 / 32 36 /48 58 /78 70 / 93

Fuel Type Euro Diesel

Governor System Mechanical Mechanical Electronic Electronic

Cooling System Water Cooling

Coolant Capacity lt 8.3 8.3 8.3 8.3

Fuel Consumption (lt / h)

Full Load 7.1 10 15 17.6

75% Load 5.7 7.9 11 13.2

50% Load 4.3 5.9 8 9.1

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 880 (725) 1050 (890) 1160 (970) 1270 (1076)

Width Silent (Open)  mm 950 (950) 950 (950) 1000 (1000) 1000 (1000)

Length  Silent (Open) mm 2300 (1900) 2300 (1900) 2400 (2000) 2800 (2350)

Height Silent (Open) mm 1400 (1600) 1400 (1600) 1500 (1600) 1500 (1750)

Fuel Tank Capacity lt 140 140 170 195

14001:2015 9001:2015 45001:2018
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MODEL FC 110 FC 150 FC 175 FC 200

G
RO

U
P Stand By

kVA 110 150 175 200

kW 88 120 140 160

Prime
kVA 100 136 159 182

kW 80 109 127.2 145.4

Rated Current A 144 196 229 262

EN
G

IN

Engine  CUMMINS

Engine Model 6BT5.9-G2 6BTAA5.9-G2 6BTAA5.9-G12 6CTA8.3-G2

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 17.3 : 1

Bore mm 102 102 102 114

Stroke mm 120 120 120 135

Displacement lt 5.9 5.9 5.9 8.3

Air Intake Turbocharged Turbocharged & Charge Air Cooled Turbocharged & 
Aftercooled 

Speed (RPM) rpm 1500

Oil Capacity lt 16.4 16.4 16.4 27.6

Standby Power kW / hp 92 / 123 130 / 174 155 / 207 180 / 241

Prime Power kW / hp 86 / 115 120 / 161 140 / 187 163 / 218

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 7.9 10 10 12.3

Fuel Consumption (lt / h)

Full Load 22.3 30 34 44

75% Load 16.9 23 26 33

50% Load 11.3 16 17 23

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 1375 (1181) 1550 (1311) 1595 (1356) 1810 (1470)

Width Silent (Open)  mm 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000)

Length  Silent (Open) mm 2800 (2350) 3150 (2550) 3150 (2550) 3150 (2550)

Height Silent (Open) mm 1500 (1750) 1700 (1850) 1700 (1850) 1700 (1850)

Fuel Tank Capacity lt 195 220 220 220

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.
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MODEL FC 220 FC 250 FC 275 FC 325

G
RO

U
P Stand By

kVA 220 250 275 325

kW 176 200 220 260

Prime
kVA 200 227 250 295

kW 160 182 200 237

Rated Current A 288 327 360 425

EN
G

IN

Engine  CUMMINS

Engine Model 6CTAA8.3-G2 6LTAA8.9-G2 6LTAA8.9-G3 NTA855-G1A

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 18 : 1 16.6 : 1 16.6 : 1 14.5 : 1

Bore mm 114 114 114 140

Stroke mm 135 145 145 152

Displacement lt 8.3 8.9 8.9 14

Air Intake Turbocharged
 Air Aftercooled Turbocharged and Charge Air Cooled Turbocharged 

Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 23.8 30 34 36

Standby Power kW / hp 203 / 272 250 / 325 250 / 335 291 / 390

Prime Power kW / hp 183 / 245 230 / 308 230 / 308 264 / 355

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 12.3 11.1 35 35

Fuel Consumption (lt / h)

Full Load 45 54 54 61.3

75% Load 34 41 41 46.1

50% Load 23 30 30 31.4

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 2190 (1850) 2198 (1858) 2780 (2440) 3385 (2955)

Width Silent (Open)  mm 1200 (1200) 1200 (1200) 1200 (1200) 1200 (1200)

Length  Silent (Open) mm 3500 (2900) 3500 (2900) 3500 (2900) 3900 (3275)

Height Silent (Open) mm 1850 (2100) 1850 (2100) 1850 (2100) 2050 (2250)

Fuel Tank Capacity lt 360 360 360 520

14001:2015 9001:2015 45001:2018
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MODEL FC 350 FC 385 FC 420 FC 450

G
RO

U
P Stand By

kVA 350 385 420 450

kW 280 308 336 360

Prime
kVA 318 350 382 409

kW 255 280 306 327

Rated Current A 458 505 550 588

EN
G

IN

Engine  CUMMINS

Engine Model NTA855-G1B NTA855-G2A NTAA855-G7 NTAA855-G7A

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 14 : 1 14 : 1 14 : 1 14 : 1

Bore mm 140 140 140 140

Stroke mm 152 152 152 152

Displacement lt 14 14 14 14

Air Intake Turbocharged & Aftercooled Turbocharged &
 Air Air Cooled 

Turbocharged &
 Air cooled

Speed (RPM) rpm 1500

Oil Capacity lt 39 39 39 38.6

Standby Power kW / hp 321 / 430 343 / 460 377 / 505 407 / 545

Prime Power kW / hp 284 / 380 312 / 418 343 / 460 370 / 500

Fuel Type Euro Diesel

Governor System Electronic Mechanical Electronic Electronic

Cooling System Water Cooling

Coolant Capacity lt 50 55 55 60

Fuel Consumption (lt / h)

Full Load 61.2 71.9 89.2 89.2

75% Load 44.9 54.9 67.8 67.8

50% Load 27.6 38.9 47.5 47.5

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 3190 (2760) 3585 (3095) 3765 (3275) 3765 (3290)

Width Silent (Open)  mm 1200 (1200) 1200 (1200) 1500 (1500) 1500 (1500)

Length  Silent (Open) mm 3900 (3275) 3900 (3275) 4000 (3300) 4000 (3300)

Height Silent (Open) mm 2050 (2250) 2050 (2250) 2200 (2500) 2200 (2500)

Fuel Tank Capacity lt 520 520 630 630

www.fulljenerator.com
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MODEL FC 500 FC 550 FC 650 FC 690

G
RO

U
P Stand By

kVA 500 550 650 690

kW 400 440 520 552

Prime
kVA 454 500 590 630

kW 363 400 472 505

Rated Current A 653 720 849 910

EN
G

IN

Engine  CUMMINS

Engine Model QSZ13-G3 KTA19-G3A KTAA19-G6 KTAA19-G6A

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 17 : 1 13.9 : 1 13 : 1 13 : 1

Bore mm 130 159 159 159

Stroke mm 163 159 159 159

Displacement lt 13 19 19 19

Air Intake Turbocharged &
 Air cooled

Turbocharged & 
Intercooled Turbocharged & Aftercooled 

Speed (RPM) rpm 1500

Oil Capacity lt 40 38 38 38

Standby Power kW / hp 470 / 629 504 / 675 570 / 770 610 / 825

Prime Power kW / hp 450 / 603 448 / 600 518 / 700 554 / 750

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 60 75 75 75

Fuel Consumption (lt / h)

Full Load 101 107 140 148.3

75% Load 74.2 82.3 104.9 112.7

50% Load 49 56.4 74.5 76.4

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 4100 (3625) 5085 (4410) 5190 (4510) 5200 (4530)

Width Silent (Open)  mm 1600 (1600) 1600 (1600) 1600 (1600) 1700 (1700)

Length  Silent (Open) mm 4600 (3900) 4600 (3900) 4600 (3900) 4700 (4000)

Height Silent (Open) mm 2500 (2900) 2500 (2900) 2500 (2900) 2500 (2900)

Fuel Tank Capacity lt 1100 1100 1100 1450

14001:2015 9001:2015 45001:2018
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MODEL FC 750 FC 790 FC 825 FC 900 FC 1000

G
RO

U
P Stand By

kVA 750 790 825 900 1000

kW 600 632 660 720 800

Prime
kVA 681 718 750 818 909

kW 545 574 600 654 727

Rated Current A 980 1033 1080 1177 1308

EN
G

IN

Engine  CUMMINS

Engine Model QSK19-G11 KTA38-G1 KTA38-G2 KTA38-G2B KTA38-G2A

Number of Cylinders 6 Inline V-12

Injection System Direct

Compression Ratio 15 : 1 14.5 : 1 14.5 : 1 14.5 : 1 14.5 : 1

Bore mm 159 159 159 159 159

Stroke mm 159 159 159 159 159

Displacement lt 19 38 38 38 38

Air Intake
Turbocharged 

and Charge Air 
Cooled 

Turbocharged & Aftercooled 

Speed (RPM) rpm 1500

Oil Capacity lt 80 135 135 135 135

Standby Power kW / hp 667 / 894 701 / 953 731 / 980 789 / 1057 895 / 1199

Prime Power kW / hp 606 / 813 634 / 862 664 / 890 711 / 953 813 / 1089

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 42 350 350 350 350

Fuel Consumption (lt / h)

Full Load 153 160 167 176.9 202.3

75% Load 116 123 128 133.3 153.7

50% Load 83 87 90 91.3 103.1

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 5750 (4900) 9200 (8050) 9250 (8100) 9300 (8150) 9350 (8200)

Width Silent (Open)  mm 1900 (1900) 2200 (2200) 2200 (2200) 2200 (2200) 2200 (2200)

Length  Silent (Open) mm 4800 (4150) 6200 (5700) 6200 (5700) 6200 (5700) 6200 (5700)

Height Silent (Open) mm 2700 (3150) 2800 (3200) 2800 (3200) 2800 (3200) 2800 (3200)

Fuel Tank Capacity lt 1350 1500 1600 1600 1600

www.fulljenerator.com
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FB Series
Baudouin Engine Gensets
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10 kVA 1250 kVA 2500 kVA

ENGINE
- Baudouin heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 

21
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MODEL FB 20 FB 25 FB 35 FB 44 FB 50

G
RO

U
P

Stand By
kVA 20 25 35 44 50

kW 16 20 28 35 40

Prime
kVA 18 22.5 31.8 40 45

kW 14 18 25 32 36

Rated Current A 25.9 32.4 45 57.6 64.8

EN
G

IN

Engine  BAUDOUIN

Engine Model 4M06G20-5 4M06G25-5 4M06G35-5 4M06G44-5 4M06G50-5

Number of Cylinders 4 Inline

Injection System Direct

Compression Ratio 17.5 : 1 17.5 : 1 17.5 : 1 17.5 : 1 17.5 : 1

Bore mm 89 89 89 89 89

Stroke mm 92 92 92 92 92

Displacement lt 2.3 2.3 2.3 2.3 2.3

Air Intake Naturally Aspirated Turbocharged Turbocharge & 
Aftercooler

Speed (RPM) rpm 1500

Oil Capacity lt 9.5 9.5 9.5 9.6 9.6

Standby Power kW / hp 20 / 26.8 25 / 33.5 33 / 44 41 / 55 48 / 64

Prime Power kW / hp 18 / 24 23 / 30.8 30 / 40 37 / 49.5 44 / 59

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 16 16 16 16 16

Fuel Consumption (lt / h)

Full Load 4.8 6.2 7.6 9.3 10.7

75% Load 3.7 4.5 5.4 6.8 7.8

50% Load 2.6 3.2 4.1 4.6 5.4

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 790 (658) 790 (658) 860 (725) 950 (770) 1040 (840)

Width Silent (Open)  mm 900 (900) 900 (900) 900 (900) 900 (950) 950 (1000)

Length  Silent (Open) mm 2000 (1650) 2000 (1650) 2200 (1850) 2200 (1900) 2300 (2000)

Height Silent (Open) mm 1200 (1400) 1200 (1400) 1350 (1500) 1400 (1600) 1500 (1700)

Fuel Tank Capacity lt 115 115 125 140 170
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MODEL FB 55 FB 72 FB 88 FB 110 FB 150

G
RO

U
P Stand By

kVA 55 72 88 110 150

kW 44 57 70 88 120

Prime
kVA 50 65 80 100 136

kW 40 52 64 80 109

Rated Current A 72 93.6 115 144 195

EN
G

IN

Engine  BAUDOUIN

Engine Model 4M06G55-5 4M10G70-5 4M10G88-5 4M10G110-5 6M11G150-5

Number of Cylinders 4 Inline 6 Inline

Injection System Direct

Compression Ratio 17.5 : 1 17.5 : 1 17.5 : 1 17.5 : 1 18 : 1

Bore mm 89 105 105 105 105

Stroke mm 92 118 118 118 130

Displacement lt 2.3 4.1 4.1 4.1 6.75

Air Intake Turbocharge & 
Aftercooler Turbocharged Turbocharge & Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 9.6 14 14 14 17

Standby Power kW / hp 53 / 71 66 / 88.5 80 / 107.3 100 / 134 140 / 187

Prime Power kW / hp 48 / 64 60 / 80.5 72 / 96.6 90 / 120.7 128 / 171

Fuel Type Euro Diesel

Governor System ECU Electronic

Cooling System Water Cooling

Coolant Capacity lt 16 18 18 18 20

Fuel Consumption (lt / h)

Full Load 11.9 15 18.8 21.3 30.2

75% Load 8.8 11.1 13.5 16 23

50% Load 6.2 7.74 9.1 11 15.9

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 1050 (850) 1300 (1110) 1325 (1132) 1460 (1240) 1995 (1735)

Width Silent (Open)  mm 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000)

Length  Silent (Open) mm 2400 (2000) 2800 (2350) 2800 (2350) 2800 (2350) 3150 (2550)

Height Silent (Open) mm 1500 (1700) 1500 (1750) 1500 (1750) 1500 (1750) 1700 (1850)

Fuel Tank Capacity lt 170 195 195 195 220

www.fulljenerator.com
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MODEL FB 165 FB 220 FB 250 FB 275 FB 300

G
RO

U
P Stand By

kVA 165 220 250 275 300

kW 132 176 200 220 240

Prime
kVA 150 200 227 250 272.7

kW 120 160 181 200 218

Rated Current A 216 288 326 360 393

EN
G

IN

Engine   BAUDOUIN

Engine Model 6M11G165-5 6M16G220-5 6M16G250-5 6M16G275-5 6M16G300-5

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 18 : 1 17 : 1 17 : 1 17 : 1 17 : 1

Bore mm 105 126 126 126 126

Stroke mm 130 130 130 130 130

Displacement lt 6.75 9.726 9.726 9.726 9.726

Air Intake Turbocharge & Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 17 26 26 26 26

Standby Power kW / hp 152 / 203 204 / 273 238 / 319 264 / 353 280 / 375

Prime Power kW / hp 138 / 185 187 / 250 216 / 289 240 / 321 255 / 341

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 20 42 42 42 42

Fuel Consumption (lt / h)

Full Load 32.6 43.1 50.9 56.9 58.8

75% Load 24.6 32.4 38 42.2 45.2

50% Load 16.7 22.4 25.8 28.3 32.6

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 2040 (1775) 2700 (2275) 2765 (2340) 2795 (2370) 2990 (2565)

Width Silent (Open)  mm 1000 (1000) 1200 (1200) 1200 (1200) 1200 (1200) 1200 (1200)

Length  Silent (Open) mm 3150 (2550) 3500 (3275) 3900 (3275) 3900 (3275) 3900 (3275)

Height Silent (Open) mm 1700 (1850) 2050 (2250) 2050 (2250) 2050 (2250) 2050 (2250)

Fuel Tank Capacity lt 220 520 520 520 520
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MODEL FB 350 FB 400 FB 450 FB 500 FB 550

G
RO

U
P Stand By

kVA 350 400 450 500 550

kW 280 320 360 400 440

Prime
kVA 318 363.6 410 454 500

kW 254 290 327 363 400

Rated Current A 457 523.5 590 653 720

EN
G

IN

Engine   BAUDOUIN

Engine Model 6M16G350-5 6M21G400-5 6M21G440-5 6M21G500-5 6M21G550-5

Number of Cylinders 6 Inline

Injection System Direct

Compression Ratio 17 : 1 16 : 1 16 : 1 16 : 1 15.2 : 1

Bore mm 126 127 127 127 127

Stroke mm 130 165 165 165 165

Displacement lt 9.726 12.54 12.54 12.54 12.54

Air Intake Turbocharge & Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 26 30 30 30 34

Standby Power kW / hp 320 / 428 385 / 516 405 / 542 450 / 603 490 / 656

Prime Power kW / hp 275 / 368 350 / 469 368 / 493 409 / 548 445 / 596

Fuel Type Euro Diesel

Governor System Electronic ECU

Cooling System Water Cooling

Coolant Capacity lt 42 47 47 47 62

Fuel Consumption (lt / h)

Full Load 66.4 82.1 85.5 95.9 109.5

75% Load 50.8 60.7 63.5 69.6 75.3

50% Load 36.4 41 43.2 46.6 51

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 3080 (2655) 3550 (3015) 3690 (3155) 4120 (3410) 4280 (3565)

Width Silent (Open)  mm 1200 (1200) 1500 (1500) 1500 (1500) 1600 (1600) 1600 (1600)

Length  Silent (Open) mm 3900 (3275) 4000 (3300) 4000 (3300) 4600 (3900) 4600 (3900)

Height Silent (Open) mm 2050 (2250) 2200 (2500) 2200 (2500) 2500 (2900) 2500 (2900)

Fuel Tank Capacity lt 520 630 630 1100 1100

www.fulljenerator.com
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MODEL FB 660 FB 725 FB 750 FB 825 FB 900

G
RO

U
P Stand By

kVA 660 725 750 825 900

kW 528 580 600 660 720

Prime
kVA 600 659 681 750 818

kW 480 527 544 600 655

Rated Current A 864 949 980 1080 1178

EN
G

IN

Engine  BAUDOUIN

Engine Model 6M33G660-5 6M33G715-5 6M33G750-5 6M33G825-5 12M26G900-5

Number of Cylinders 6 Inline V-12 

Injection System Direct

Compression Ratio 15 : 1 15 : 1 15 : 1 15 : 1 15.7 : 1

Bore mm 150 150 150 150 150

Stroke mm 185 185 185 185 150

Displacement lt 19.6 19.6 19.6 19.6 31.8

Air Intake Turbocharge & Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 55 55 55 55 100

Standby Power kW / hp 587 / 786 633 / 848 670 / 898 725 / 972 793 / 1062

Prime Power kW / hp 536 / 718 575 / 770 610 / 818 675 / 905 725 / 971

Fuel Type Euro Diesel

Governor System Electronic ECU Electronic

Cooling System Water Cooling

Coolant Capacity lt 110 110 110 110 148

Fuel Consumption (lt / h)

Full Load 126.5 136.3 151.1 161.5 173.7

75% Load 94.1 100 111.2 116.4 133.1

50% Load 63.6 67.1 75.5 76.9 90.8

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 6300 (5440) 6435 (5575) 6450 (5590) 6725 (5865) 7700 (6840)

Width Silent (Open)  mm 1900 (1900) 1900 (1900) 1900 (1900) 1900 (1900) 1900 (1900)

Length  Silent (Open) mm 4800 (4150) 4800 (4150) 4800 (4150) 4800 (4150) 4800 (4150)

Height Silent (Open) mm 2700 (3150) 2700 (3150) 2700 (3150) 2700 (3150) 3350 (3350)

Fuel Tank Capacity lt 1350 1350 1350 1350 1350
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MODEL FB 1000 FB 1125 FB 1250

G
RO

U
P Stand By

kVA 1000 1125 1250

kW 800 900 1000

Prime
kVA 910 1022 1136

kW 728 817 908

Rated Current A 1310 1470 1635

EN
G

IN

Engine  BAUDOUIN

Engine Model 12M26G1000-5 12M26G1100-5 12M33G1250-5

Number of Cylinders V-12

Injection System Direct

Compression Ratio 15.7 : 1 15.7 : 1 15 : 1

Bore mm 150 150 150

Stroke mm 150 150 185

Displacement lt 31.8 31.8 39.2

Air Intake Turbocharge & Aftercooled

Speed (RPM) rpm 1500

Oil Capacity lt 100 100 155

Standby Power kW / hp 902 / 1208 973 / 1303 1108 / 1484

Prime Power kW / hp 820 / 1098 889 / 1191 1007 / 1349

Fuel Type Euro Diesel

Governor System Electronic

Cooling System Water Cooling

Coolant Capacity lt 148 148 188

Fuel Consumption (lt / h)

Full Load 195.5 207.1 236.2

75% Load 146.5 155.3 175

50% Load 100.8 106.6 119.5

A
LT

ER
N

A
TO

R

Frequency Hz 50

Voltage V 400

Number of Phases 3

Voltage Regulation ±1%

Insulation Class H

Protection Standard IP23

Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) kg 7900 (7040) 8160 (7300) 10900 (9300)

Width Silent (Open)  mm 1900 (1900) 1900 (1900) 2300 (2300)

Length  Silent (Open) mm 4800 (4150) 4800 (4150) 6000 (5000)

Height Silent (Open) mm 3350 (3350) 3350 (3350) 3385 (3385)

Fuel Tank Capacity lt 1350 1350 1600

www.fulljenerator.com
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SD Engine Gensets
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15 kVA 220 kVA 890 kVA 2500 kVA

ENGINE
- SD heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 
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MODEL FG 220 FG 250 FG 275 FG 330

G
RO

U
P Stand By

kVA 220 250 275 330

kW 176 200 220 264

Prime
kVA 200 227 250 300

kW 160 182 200 240
Rated Current A 288 327 360 432

EN
G

IN

Engine  SD

Engine Model SD6L180TAD SD6L206TAD SD6L227TAD SD13G355D

Number of Cylinders 6 - Inline
Injection System Direct
Compression Ratio 18 18 18 17 : 1
Bore mm 114 114 114 135
Stroke mm 135 135 135 150
Displacement lt 8.27 8.27 8.27 12.88

Air Intake Turbocharged Intercooler

Speed (RPM) rpm 1500
Oil Capacity lt 19 19 19 35
Standby Power kW / hp 180 / 245 206 / 280 227 / 309 263 / 355
Prime Power kW / hp 164 / 223 187 / 254 206 / 280 235 /317
Fuel Type Euro Diesel
Governor System Electronic
Cooling System Water Cooling
Coolant Capacity lt 48 48 48 60

Fuel Consumption (lt / h)

Full Load 41 46.2 52.7 58.7

75% Load 31.5 35.5 39.8 44

50% Load 21.3 23.7 26.4 29.4

A
LT

ER
N

A
TO

R

Alternator Model FLYS274H FLYS274J FLYS274K FLL315C
Frequency Hz 50
Power kVA 220 250 275 334
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 2260 (1920) 2280 (1940) 2530 (2190) 3480 (3070)
Width Silent (Open) mm 1200 (1200) 1200 (1200) 1200 (1200) 1200 (1200)
Length  Silent (Open) mm 3500 (2900) 3500 (2900) 3500 (2900) 3900 (3275)
Height Silent (Open) mm 1850 (2100) 1850 (2100) 1850 (2100) 2050 (2250)
Fuel Tank Capacity lt 360 360 360 520
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MODEL FG 385 FG 450 FG 500 FG 550

G
RO

U
P Stand By

kVA 385 450 500 550

kW 308 360 400 440

Prime
kVA 350 409 454 500

kW 280 327 363 400
Rated Current A 504 588 653 720

EN
G

IN

Engine  SD

Engine Model SD13G420D SD15G500D SD15G550D SD27G612TLD

Number of Cylinders 6 - Inline V-12
Injection System Direct
Compression Ratio 17 : 1 17 : 1 17 : 1 16 : 1
Bore mm 135 135 138 135
Stroke mm 150 165 170 155
Displacement lt 12.88 14.2 15.2 26.6

Air Intake Turbocharged Intercooler

Speed (RPM) rpm 1500
Oil Capacity lt 35 32.5 41 48
Standby Power kW / hp 308 / 419 373 / 503 405 / 543 450 / 607
Prime Power kW / hp 280 / 381 335 / 450 365 / 489 405 / 546
Fuel Type Euro Diesel
Governor System Electronic
Cooling System Water Cooling
Coolant Capacity lt 60 60 75 151

Fuel Consumption (lt / h)

Full Load 70 83.7 98 113.6

75% Load 52.5 62.8 73.5 87.2

50% Load 35 41.9 49 58.7

A
LT

ER
N

A
TO

R

Alternator Model FLL315E FLL315G FLL355BS FLL355CSL
Frequency Hz 50
Power kVA 405 451 510 578
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 3940 (3280) 4070 (3400) 4070 (3400) 5500 (4700)
Width Silent (Open) mm 1500 (1500) 1500 (1500) 1500 (1500) 1900 (1900)
Length  Silent (Open) mm 4000 (3300) 4000 (3300) 4000 (3300) 4500 (3850)
Height Silent (Open) mm 2200 (2500) 2200 (2500) 2200 (2500) 2550 (2900)
Fuel Tank Capacity lt 630 630 630 1300

www.fulljenerator.com
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MODEL FG 600 FG 660 FG 725 FG 790

G
RO

U
P Stand By

kVA 600 660 725 790

kW 480 528 580 632

Prime
kVA 545 600 659 718

kW 436 480 527 574
Rated Current A 784 864 948 1033

EN
G

IN

Engine  SD

Engine Model SD27G700TLD SD27G755TLD SD29G843TLD SD29G925TLD

Number of Cylinders V-12
Injection System Direct
Compression Ratio 16 : 1 16 : 1 17.6 : 1 17.6 : 1
Bore mm 135 135 138 138
Stroke mm 155 155 158 158
Displacement lt 26.6 26.6 28.3 28.3

Air Intake Turbocharged Intercooler

Speed (RPM) rpm 1500
Oil Capacity lt 48 48 65 65
Standby Power kW / hp 510 / 688 555 / 750 620 / 837 680 / 918
Prime Power kW / hp 465 / 628 500 / 675.6 558 / 753 612 / 826
Fuel Type Euro Diesel
Governor System Electronic
Cooling System Water Cooling
Coolant Capacity lt 151

Fuel Consumption (lt / h)

Full Load 125.6 135.2 143.2 156.9

75% Load 96.7 101.4 109.2 119.2

50% Load 64.2 76.1 73.5 79.8

A
LT

ER
N

A
TO

R

Alternator Model FLL355DS FLL355D FLL355E FLL355G
Frequency Hz 50
Power kVA 615 660 738 792
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 5650 (4850) 5670 (4870) 6100  (5060) 6200 (5160)
Width Silent (Open) mm 1900 (1900) 1900 (1900) 1900 (1900) 1900 (1900)
Length  Silent (Open) mm 4500 (3850) 4500 (3850) 4800 (4150) 4800 (4150)
Height Silent (Open) mm 2550 (2900) 2550 (2900) 2700 (3150) 2700 (3150)
Fuel Tank Capacity lt 1300 1300 1350 1350
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MODEL FG 840 FG 925 FG 1000 FG 1125

G
RO

U
P Stand By

kVA 840 925 1000 1125

kW 672 740 800 900

Prime
kVA 763 840 909 1022

kW 610 672 727 817
Rated Current A 1098 1210 1300 1470

EN
G

IN

Engine  SD

Engine Model SD30G1020TLD SD30G1115TLD SD30G1200TLD SD30G1380TLD

Number of Cylinders V-12
Injection System Direct
Compression Ratio 17.6 : 1 17.6 : 1 17.6 : 1 17.6 : 1
Bore mm 138 138 138 138
Stroke mm 168 168 168 168
Displacement lt 30.1

Air Intake Turbocharged Intercooler

Speed (RPM) rpm 1500
Oil Capacity lt 65 65 80 100
Standby Power kW / hp 750 / 1015 820 / 1107 880 / 1188 1020 / 1377
Prime Power kW / hp 675 / 912 738 / 996 790 / 1066 910 / 1228
Fuel Type Euro Diesel
Governor System Electronic
Cooling System Water Cooling
Coolant Capacity lt 151

Fuel Consumption (lt / h)

Full Load 173.4 187.1 202 233

75% Load 132.1 142.3 153 175

50% Load 88.3 95.6 103.5 117

A
LT

ER
N

A
TO

R

Alternator Model FLL400C FLL400D FLL400E FLL400F
Frequency Hz 50
Power kVA 840 958 1055 1200
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) MX341
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 6270 (5230) 6270 (5230) 6600 (5720) 6650 (5770)
Width Silent (Open) mm 1900 (1900) 1900 (1900) 1900 (1900) 1900 (1900)
Length  Silent (Open) mm 4800 (4150) 4800 (4150) 4800 (4150) 4800 (4150)
Height Silent (Open) mm 2700 (3150) 2700 (3150) 3385 (3385) 3385 (3385)
Fuel Tank Capacity lt 1350 1350 1350 1350

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.



FN Series
YangDong Engine Gensets
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15 kVA 66 kVA 2500 kVA

ENGINE
- YangDong heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 
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MODEL FN 12 FN 17 FN 22 FN 28 FN 34

G
RO

U
P Stand By

kVA 12 17 22 28 35

kW 9.6 13.6 17.6 22.4 28

Prime
kVA 10.9 15.4 20 25.4 31.8

kW 8.7 12.3 16 20.3 25.4
Rated Current A 15.7 22.2 28.8 36.5 45.8

EN
G

IN

Engine  YANGDONG

Engine Model YD380D YD480D YND485D YSD490D Y495D

Number of Cylinders 3 Inline 4 Inline
Injection System Direct
Compression Ratio 18 18 18 18 18 
Bore mm 80 80 85 90 95
Stroke mm 90 90 95 100 105
Displacement lt 1.36 1.81 2.15 2.54 2.97

Air Intake Natural Aspiration

Speed (RPM) rpm 1500
Oil Capacity lt 5.5 6.7 6.7 7.6 8
Standby Power kW / hp 11 / 14.85 16 / 20 18.7 /  25.2 23.1 /  31.2 30 /  40.5
Prime Power kW / hp 10 / 13.5 14  / 18.9 17 / 23 21 /  28 27 /  36.4
Fuel Type Euro Diesel
Governor System Mechanical
Cooling System Water Cooling
Coolant Capacity lt 7 7.6 9 9 14

Fuel Consumption (lt / h)

Full Load 2.4 4.1 5.5 6.5 6.9

75% Load 2 3.1 4.2 4.8 6.1

50% Load 1.4 2 2.8 3.1 5.2

A
LT

ER
N

A
TO

R

Alternator Model FLYS164B FLYS164D FLYS184E FLYS184F FLYS184G
Frequency Hz 50
Power kVA 12.1 17.7 24.75 30 35
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 495 (405) 540 (450) 645 (515) 695 (565) 750 (600)
Width Silent (Open) mm 750 (750) 750 (750) 900 (900) 900 (900) 900 (900)
Length  Silent (Open) mm 1400 (1400) 1400 (1400) 2000 (1650) 2000 (1650) 2200 (1850)
Height Silent (Open) mm 1100 (1300) 1100 (1300) 1200 (1400) 1200 (1400) 1350 (1500)
Fuel Tank Capacity lt 29 29 115 115 125
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MODEL FN 44 FN 50 FN 66 FN 80 FN 110 FN 125

G
RO

U
P Stand By

kVA 44 50 66 80 110 125

kW 35.2 40 52.8 64 88 100

Prime
kVA 40 45.4 60 72 100 113

kW 32 36.3 48 57.6 80 90
Rated Current A 57.6 65.3 86.4 103 144 162

EN
G

IN

Engine  YANGDONG

Engine Model Y4102D Y4105D Y4102ZLD YD4EZLD Y4110ZLD YD4GZLD

Number of Cylinders 4 Inline
Injection System Direct
Compression Ratio 18 18 18 18 18 18
Bore mm 102 105 102 105 110 110
Stroke mm 118 118 118 118 118 118
Displacement lt 3.87 4.1 3.87 4.1 4.4 4.4

Air Intake Natural Aspiration Turbo-Charger With Intercooler

Speed (RPM) rpm 1500
Oil Capacity lt 13 13 13 11 12 12
Standby Power kW / hp 36.3 / 49 42 / 56.7 52.8 / 71.3 69.3 / 93.5 88 / 118 99 / 133
Prime Power kW / hp 33 / 44.5 38 / 51.3 48 / 65 63 / 85 80 / 108 90 / 121
Fuel Type Euro Diesel
Governor System Mechanical Electronic
Cooling System Water Cooling
Coolant Capacity lt 16.2 15.1 15.1 15.1 15.1 15.1

Fuel Consumption (lt / h)

Full Load 9 10.8 12.7 12.9 16.2 17.9

75% Load 6.8 8.2 10.2 10.5 12.5 13.6

50% Load 5.5 6.5 7.5 7.8 8.8 9.2

A
LT

ER
N

A
TO

R

Alternator Model FLYS184J FLYS224D FLYS224E FLYS224F FLYS274C FLYS274D
Frequency Hz 50
Power kVA 44 55 66 80 110 132
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 890 (740) 950 (790) 1040 (860) 1100 (920) 1220 (1020) 1250 (1050)
Width Silent (Open) mm 900 (900) 950 (950) 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000)
Length  Silent (Open) mm 2200 (1850) 2300 (1900) 2400 (2000) 2400 (2000) 2800 (2350) 2800 (2350)
Height Silent (Open) mm 1350 (1500) 1400 (1600) 1500 (1700) 1500 (1700) 1500 (1700) 1500 (1700)
Fuel Tank Capacity lt 125 140 170 170 195 220
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Ricardo Engine Gensets
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15 kVA 35 kVA 200 kVA 2500 kVA

ENGINE
- Ricardo heavy duty diesel engine
- 12V / 24V starter and charge alternator
- Replaceable air, fuel and oil filters
- Mechanical or electronic governor control
- Tropical type radiator
- Flexible fuel hose
- Oil drain valve and extension hose
- Industrial type silencer and steel compensator
- Maintenance-free starter battery
- Water jacket heater
- 1500 rpm engine speed

ALTERNATOR
- IP23 Protection Standard
- H Insulation Class
- 50 Hz Frequency
- 4 pole brushless synchronous type alternator
- Automatic Voltage Regulator (AVR)
- 400/230V AC Output Voltage - 1500 rpm

SOUND PROOF CANOPY AND CHASSIS
- Convenient design for easy lifting and carrying
- High standard sound proof canopy design
- Modular design with easily removable nuts - bolts
- Lockable doors
- Transparent window for watching Control Panel
- Electrostatic powder painted, providing protection  
   against harsh weather conditions
- Emergency STOP button
- Fuel tank inside the chassis
- Anti-vibration wedges (engine - chassis and chassis – 
  ground)

OPTIONAL 
- Thermal magnetic CB (for automatic models)
- Super Silent Canopy
- Mobile Generator Sets
- Automatic fuel filling system
- Synchronization panel
- 3 Pole and 4 Pole ATS (Automatic Transfer Switch)
- Fuel Heater, Oil Heater
- External fuel tank and automatic fuel filling system
- Fuel - water separator filter
- Remote monitoring and control system

SPECIFICATIONS 
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MODEL FR 35 FR 44 FR 50 FR 60 FR 77

G
RO

U
P Stand By

kVA 35 44 50 60 77

kW 28 35.2 40 48 61.6

Prime
kVA 31.8 40 45.5 54.5 70

kW 25.4 32 36.4 43.6 56
Rated Current A 45.79 57.6 65.5 78.5 100.8

EN
G

IN

Engine  RICARDO

Engine Model K4100-D K4100-ZD WD100-45 D4105-ZD D4105-IZLD

Number of Cylinders 4 - Inline
Injection System Direct
Compression Ratio 19 : 1 19 : 1 19 : 1 17 : 1 16 : 1
Bore mm 100 100 100 105 105
Stroke mm 115 115 115 115 115
Displacement lt 3.61 3.61 3.61 3.93 3.93

Air Intake Natural 
Aspiration Turbocharged Turbocharged 

Inter Cooler 

speed (RPM) rpm 1500
Oil Capacity lt 13 13 13 13 15
Standby Power kW / hp 33  / 44.2 44 / 58.98 49.5 / 66 60.5 / 81 72.6 / 95.5
Prime Power kW / hp 30.1 / 40.3 40 / 53.6 45 / 60.3 56   / 75 66 / 88.4
Fuel Type Euro Diesel
Governor System Mechanical
Cooling System Water Cooling
Coolant Capacity lt 15 15 15 18 20

Fuel Consumption (lt / h)

Full Load 9 12.2 13 14.5 17.5

75% Load 6.5 9.1 9.8 11 15.2

50% Load 4.7 6.4 6.5 7.6 9

A
LT

ER
N

A
TO

R

Alternator Model FLYS184G FLYS184J FLYS224D FLYS224E FLYS224F
Frequency Hz 50
Power  kVA 35 44 55 66 80
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 860 (700) 895 (770) 990 (820) 1100 (900) 1180 (990)
Width Silent (Open) mm 900 (900) 900 (900) 950 (950) 1000 (1000) 1000 (1000)
Length  Silent (Open) mm 2200 (1850) 2200 (1850) 2300 (1900) 2400 (2000) 2400 (2000)
Height Silent (Open) mm 1350 (1500) 1350 (1500) 1400 (1600) 1500 (1700) 1500 (1700)
Fuel Tank Capacity lt 125 125 140 170 170
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MODEL FR 94 FR 110 FR 125 FR 150 FR 175 FR 200

G
RO

U
P Stand By

kVA 94 110 125 150 175 200

kW 75.2 88 100 120 140 160

Prime
kVA 85.4 100 113 136 160 181

kW 68.36 80 90 108 128 145
Rated Current A 122.9 144 162.72 195.84 230.4 260

EN
G

IN

Engine  RICARDO

Engine Model R4105-IZLD R6105-ZD R6105-ZLD R6105-AZLD R6105-IZLD R6110-IZLD

Number of Cylinders 4 - Inline 6 - Inline
Injection System Direct
Compression Ratio 16 : 1 16 : 1 16 : 1 16 : 1 16 : 1 16 : 1
Bore mm 105 110
Stroke mm 125 130 130 130 135 135
Displacement lt 4.33 6.49 6.49 6.49 7.1 7.70

Air Intake Turbocharged 
Inter Cooler Turbocharged Turbocharged Inter Cooler 

Speed (RPM) rpm 1500
Oil Capacity lt 15 18 18 18 18 18
Standby Power kW / hp 82 / 109.9 92.4 / 123.8 110 / 147.45 121 / 162.1 145.2 /194.6 182 / 244
Prime Power kW / hp 75 / 100.5 84 / 112.5 100 / 134 110 / 147.45 132 / 176.9 165 / 821  
Fuel Type Euro Diesel
Governor System Mechanical
Cooling System Water Cooling
Coolant Capacity lt 23 23 23 23 25 25

Fuel Consumption (lt / h)

Full Load 19.1 22.2 25.6 31 33.5 39.5

75% Load 15 16.7 19.2 23.3 25.2 29.6

50% Load 13 11.1 12.8 15.5 17 19.8

A
LT

ER
N

A
TO

R

Alternator Model FLYS224G FLY274C FLYS274D FLYS274E FLYS274F FLYS274G
Frequency Hz 50
Power kVA 94 110 125 150 175 198
Voltage V 400
Number of Phases 3
Aut. Voltage Regulator (AVR) AS440
Voltage Regulation ±1%
Insulation Class H
Protection Standard IP23
Power Factor Cos 0.8

D
IM

EN
SI

O
N

S Weight Silent (Open) Kg 1250 (1050) 1496 (1230) 1540 (1290) 1595 (1350) 1660 (1410) 1800 (1410)
Width Silent (Open) mm 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000) 1000 (1000)
Length  Silent (Open) mm 2800 (2350) 3150 (2550) 3150 (2550) 3150 (2550) 3150 (2550) 3150 (2550)
Height Silent (Open) mm 1500 (1750) 1700 (1600) 1700 (1850) 1700 (1850) 1700 (1850) 1700 (1850)
Fuel Tank Capacity lt 195 220 220 220 220 220
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Portable Generators
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Used Appliances (W)

Laptop 150

Air Conditioning (A ++ energy class) 2.000

Sound System 500

Hair Dryer 2.500

Fan 400

Combi 170

Security System 1.000

Bulb (Fluorescent) 150

Saving Bulb 20

Industrial Production Machine 1 Hp 1.500

Well Pump (1 Hp) 1.500

Drill 1.000

Used Appliances Power Power
(W)

Television 400

Television LCD 650

Refrigerator 1.000

Oven 3.000

Dishwasher 2.000

Washing Machine (A ++ energy class) 2.800

Laundry Dryer (Heater) 3.000

Electric heater 2.000

Iron 2.400

Vacuum cleaner 3.000

Co�ee Machine 1.000

Deep freeze 1.000

Computer 700 NOTE: The stated values are for reference purposes. 
Real-time measurements are recommended for your 
actual power needs.  

43



44

FGL8000LE3 FGL10000LE

FGL10000LE3

FGL3500L FGL3500LE

FGL5000LE FGL8000LE

14001:2015 9001:2015 45001:2018

GENERATOR
Maximum Power kW / kVA 6,5 / 8,1
Continuous Power kW / kVA 6 / 7,5
Rated Current (A) 10,8
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 28
Fuel Consumption  (lt/h) 2,6
Oil Capacity (lt) 1,1

OTHER
Noise Level (dBA-7m) 75
Weight (kg) 78
Dimensions (LxDxH) (mm) 720x530x610

GENERATOR
Maximum Power kW / kVA 8 / 10
Continuous Power kW / kVA 7,5 / 9,4
Rated Current (A) 32,6
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 28
Fuel Consumption  (lt/h) 3
Oil Capacity (lt) 1,3

OTHER
Noise Level (dBA-7m) 75
Weight (kg) 87
Dimensions (LxDxH) (mm) 720x530x610

GENERATOR
Maximum Power kW / kVA 8 / 10
Continuous Power kW / kVA 7,5 / 9,4
Rated Current (A) 13,5
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 28
Fuel Consumption  (lt/h) 3
Oil Capacity (lt) 1,3

OTHER
Noise Level (dBA-7m) 75
Weight (kg) 87
Dimensions (LxDxH) (mm) 720x530x610

GENERATOR
Maximum Power kW / kVA 2,8 / 3,5
Continuous Power kW / kVA 2,5 / 3,12
Rated Current A 10,8
Number of phases 1 (Single phase)
Output Voltage V 230

ENGINE
Starting System Recoil 
Fuel Tank Capacity  (lt) 17
Fuel Consumption  (lt/h) 1,3
Oil Capacity (lt) 0,6

OTHER
Noise Level (dBA-7m) 68
Weight (kg) 46
Dimensions (LxDxH) (mm) 620x470x530

GENERATOR
Maximum Power kW / kVA 2,8 / 3,5
Continuous Power kW / kVA 2,5 / 3,12
Rated Current (A) 10,8
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 17
Fuel Consumption  (lt/h) 1,3
Oil Capacity (lt) 0,6

OTHER
Noise Level (dBA-7m) 68
Weight (kg) 50
Dimensions (LxDxH) (mm) 620x470x530

GENERATOR
Maximum Power kW / kVA 3,8 / 4,75
Continuous Power kW / kVA 3,5 / 4,38
Rated Current (A) 15,2
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 17
Fuel Consumption  (lt/h) 1,3
Oil Capacity (lt) 0,6

OTHER
Noise Level (dBA-7m) 72
Weight (kg) 54
Dimensions (LxDxH) (mm) 620x470x530

GENERATOR
Maximum Power kW / kVA 6,5 / 8,1
Continuous Power kW / kVA 6 / 7,5
Rated Current (A) 25,5
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 28
Fuel Consumption  (lt/h) 2,6
Oil Capacity (lt) 1,1

OTHER
Noise Level (dBA-7m) 75
Weight (kg) 78
Dimensions (LxDxH) (mm) 720x530x610
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FDL6500LE FDL6500LE3

FDL8000LE FDL8000LE3

FDL9000LE FDL9000LE3

FDL9000SC FDL9000SC3

GENERATOR
Maximum Power kW / kVA 5 / 6,2
Continuous Power kW / kVA 4,5 / 5,6
Rated Current (A) 19,6
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 1,6
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 82
Weight (kg) 112
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 5 / 6,2
Continuous Power kW / kVA 4,5 / 5,6
Rated Current (A) 8
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 1,6
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 82
Weight (kg) 112
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 6 / 7,5
Continuous Power kW / kVA 5,5 / 6,8
Rated Current (A) 23,9
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 82
Weight (kg) 122
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 6 / 7,5
Continuous Power kW / kVA 5,5 / 6,8
Rated Current (A) 9,8
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 82
Weight (kg) 122
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 6,8 / 8,5
Continuous Power kW / kVA 6,3 / 7,9
Rated Current (A) 27,4
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 86
Weight (kg) 126
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 6,8 / 8,5
Continuous Power kW / kVA 6,3 / 7,9
Rated Current (A) 11,4
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Recoil  / Electric
Fuel Tank Capacity  (lt) 12,5
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 86
Weight (kg) 126
Dimensions (LxDxH) (mm) 800x520x600

GENERATOR
Maximum Power kW / kVA 6,8 / 8,5
Continuous Power kW / kVA 6,3 / 7,9
Rated Current (A) 27,4
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 25
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 71
Weight (kg) 160
Dimensions (LxDxH) (mm) 900x520x700

GENERATOR
Maximum Power kW / kVA 6,8 / 8,5
Continuous Power kW / kVA 6,3 / 7,9
Rated Current (A) 11,4
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 25
Fuel Consumption  (lt/h) 2
Oil Capacity (lt) 1,65

OTHER
Noise Level (dBA-7m) 71
Weight (kg) 160
Dimensions (LxDxH) (mm) 900x520x700

www.fulljenerator.com

Topçular Endüstriyel Üretim ve Yatırım A.Ş. reserves the right to make changes in model, technical specifications, color, equipment & accessories without prior notice.
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• Before purchasing a generator, measure installed power and determine exactly your needs.
• Check the fuel level before starting your generator.
• Check the oil level and air filter. Never try to operate your generator without oil or a low oil level.
• Never operate your generator inside your home/office or any indoor environment. The gas coming 
   out of the generator exhaust is harmful and dangerous for human health.
• For portable generators, do not plug your generator directly into your home sockets. Be sure to use a 
   pole reverser switch.
• Keep your generator away from inflammable and flammable materials and devices such as stoves, 
    ovens, and heaters.
• Do not approach the generator with any flammable material in your hand.
• Do not touch hot parts such as the engine and exhaust while the generator is running.
• Strictly follow the periodic maintenance instructions specified in user and installation manuals.
• Run your portable generator for 10-15 minutes in certain periods even if there is no power outage. 
    Provide an annual periodic maintenance agreement with authorized services for your diesel generators.
• Make sure to have a fire extinguisher close to your generator.
• Check the energy transmission cables regularly, if there are worn cables, replace them.
• In case of a problem with your generator, always consult an authorized service.

FDL13500SE FDL13500SE3

FDL13500SC FDL13500SC3

14001:2015 9001:2015 45001:2018

When using a generator

GENERATOR
Maximum Power kW / kVA 11 / 13,75
Continuous Power kW / kVA 10 / 12,5
Rated Current (A) 43
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 25
Fuel Consumption  (lt/h) 3,5
Oil Capacity (lt) 3

OTHER
Noise Level (dBA-7m) 83
Weight (kg) 190
Dimensions (LxDxH) (mm) 910x578x668

GENERATOR
Maximum Power kW / kVA 11 / 13,75
Continuous Power kW / kVA 10 / 12,5
Rated Current (A) 18
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 25
Fuel Consumption  (lt/h) 3,5
Oil Capacity (lt) 3

OTHER
Noise Level (dBA-7m) 83
Weight (kg) 190
Dimensions (LxDxH) (mm) 910x578x668

GENERATOR
Maximum Power kW / kVA 11 / 13,75
Continuous Power kW / kVA 10 / 12,5
Rated Current (A) 43
Number of phases 1 (Single phase)
Output Voltage (V) 230

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 55
Fuel Consumption  (lt/h) 3,5
Oil Capacity (lt) 3

OTHER
Noise Level (dBA-7m) 69
Weight (kg) 295
Dimensions (LxDxH) (mm) 1160x675x945

GENERATOR
Maximum Power kW / kVA 11 / 13,75
Continuous Power kW / kVA 10 / 12,5
Rated Current (A) 18
Number of phases 3 (Three-phase)
Output Voltage (V) 230 / 400

ENGINE
Starting System Electric
Fuel Tank Capacity  (lt) 55
Fuel Consumption  (lt/h) 3,5
Oil Capacity (lt) 3

OTHER
Noise Level (dBA-7m) 69
Weight (kg) 295
Dimensions (LxDxH) (mm) 1160x675x945
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D 300
Web based 
Next Generation 
Controller

www.fulljenerator.com

SPECIFICATIONS
• Diesel and gas genset support

• 400Hz operation support

• 400 event logs, full snapshot

• All parameters front panel editable

• 3 level configuration password

• 128x64 graphical LCD display

• Downloadable languages

• Waveform display of V & I

• Harmonic analysis of V & I

• 16Amp MCB & GCB outputs

• 8 configurable digital inputs

• 6 configurable digital outputs

• 3 configurable analog inputs

• Both CANBUS-J1939 & MPU

• 3 configurable service alarms

• Multiple automatic exerciser

• Weekly operation schedule

• Dual mutual standby with

 equal aging of gensets

• Manual “speed fine adjust” on

 selected ECUs

• Automatic fuel pump control

• Disable protections feature

• Excess power protection

• Reverse power protection

• Overload IDMT protection

• Load shedding, dummy load

• Multiple load management

• Current unbalance protection

• Voltage unbalance protection

• Fuel filling & fuel theft alarms

• Battery back-up real time clock

• Idle speed control

• Battery charge run enabled

• Combat mode support

• Multiple nominal conditions

• Contactor & MCB drive

• 4 quadrant genset power counters

• Mains power counters

• Fuel filling counter

• Fuel consumption counter

• Modem diagnostics display

• Configurable through USB, 

   RS-232 and GPRS

• Free configuration program

• Allows SMS controls

• Ready for central monitoring

• Mobile genset support

• Automatic GSM geo-location

• GPS connectivity (RS232)

• Easy USB firmware upgrade

• IP65 rating with optional gasket

MEASUREMENTS 
• Mains & genset PN/PP voltages

• Mains & genset frequency

• Mains & genset phase currents

• Mains & genset neutral currents

• Mains & genset, phase & total,

    kW, kVA, kVAr, pf

• Engine speed

• Battery voltage

FUNCTIONALITIES
• AMF unit

• ATS unit

• Remote start controller

• Manual start controller

• Engine controller

• Remote display panel

COMMUNICATION
• USB Device

• RS-232 (2400-57600baud)

• J1939-CANBUS

• Geo-locating through GSM

• GPS support (RS-232)

• Internet Central Monitoring

• SMS message sending

• E-mail sending

• Free PC software: Rainbow Plus

• Modbus RTU

• Modbus TCP/IP
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Three-phase Generator

Generator with 400 Volt output (European Standards), consisting of 3 phases and a neutral, with 400V between 
phases and 230V between phase and neutral.

Single-phase Generator

Generator with one phase and neutral output. The output voltage is 220V for Europe and Turkey.

Contactor

Switch used for the transfer of electrical energy inside the automatic transfer panel.

Kilowatt

One thousand Watts is one kilowatt, abbreviated kW. That's a measure of power.

Voltage (V)

Voltage is the pressure from an electrical circuit's power source that pushes charged electrons (current) through 
a conducting loop, enabling them to do work such as illuminating light. In brief, voltage = pressure, and it is 
measured in volts (V).

kVA

Kilo Volt-Ampere is the rated power of generators.

Ampere (A)

The measure of current intensity. The number of electrons that pass through a cross-section of a wire 
per unit time.

Generator's Rated Power

Standby, Prime or Continuous power of a generator in kVA.

Alternative Current (AC)

An electric current periodically reversing direction and changing its magnitude continuously with time 
depending on a constant magnetic field.

Direct Current (DC)

An electric current flowing in one direction onlyand constant in value.

Generator 
Glossary
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Alternator

A device converting mechanical energy into electrical energy. It is rotated by a driving machine.

Ampere Hour (Our)

An Ampere Hour is the amount of energy charge in a battery that allows one ampere/1000 mAh of 
current to flow in one hour.

Battery Charger

A device for recharging the battery.

Frequency (Hz)

The number of cyles per second in an AC sine wave.

Governor

Component controlling the engine speed mechanically or electronically.

Horse Power (hp)

Mechanical or electrical power measurement unit. 1 Hp = 0.746 kW.

Manual Generator

Manually operated generator. 

Automatic Generator

A back-up electrical system that operates automatically. Within seconds of a utility outage, an automatic transfer 
switch senses the power loss, commands the generator to start, and then transfers the electrical load to the gene-
rator. After utility power returns, the automatic transfer switch transfers the electrical load back to the utility and 
signals the standby generator to shut off.

Automatic Voltage Regulator (AVR)

A static voltage regulator automatically performs the necessary adjustments to keep the generator voltage at the nominal 
level.

Overload

An overload in a generator generally happens when extreme numbers of appliances are plugged into the generator. This 
causes the generator to exceed its designed power output.

Continuous power

Continuous power generation under a fixed load. The load can be 100% on average. It must not be overloaded.

Prime power

Continuous power generation under variable load. Its average load must be 70%. It can be overloaded by 10% for 1 hour 
every 12 hours.
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Standby power

Power generation for a limited period under variable load. It can work 200 hours a year under 70% load on average. It is 
used as a standby power supply in case of municipal power failure. It must not be overloaded.

Generator rpm

The number of rotations of the generator in one minute. Portable generators are generally 3000 rpm and diesel generators 
1500 or 1800 rpm depending on the output frequency.

Portable Generator

Gasoline or Diesel Generators that can be easily moved from place-to-place.

Installed load

Installed load of the facility where the generator will be used. The minimum generator capacity must be capable of suppl-
ying this load.

Automatic Transfer Switch (ATS)

ATS is a device that transfers a power supply from its primary source automatically to a backup generator when it senses a 
failure or outage occurring in the primary source until utility power is restored.

Control panel

A panel where the indicators and control equipment of the generator is located.

Sound Proof Canopy

A cabinet protecting generator set against external conditions and reducing the noise level in accordance with applied 
standards.

Altitude

Defines the height above sea level where the generator will be utilized. As the altitude increases, the amount of oxygen 
decreases, resulting in power loss specified by the engine manufacturers.

Synchronous Generators

Generator groups that automatically synchronize the mains and loads with functions such as load backup, load sharing, 
and fault backup.

Bore

The inner diameter of the cylinder.

Stroke

Top and bottom level of the piston movement inside the cylinder.

Displacement

Refers to the total volume of engine cylinders in liters.

Compression ratio

Compression of the air entering the cylinder at a certain level in proportion to the cylinder volume.
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NOTES
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